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circa 1944

Building 607 was part of a larger complex known as the Central Mix Plant or Central Batch Plant.  The date of construction of this building is unclear.  It may be a World War II-era 
building which was used in one of the original concrete operations located near the major construction projects (221-T, U, and B; 100-B and D) at the Hanford Site and then moved to 
its present location.  It may have been constructed just after World War II-era production at the Hanford Site to fill Cold War needs.  Most of the Central Batch Plant buildings were 
demolished in the early 1980s but many remnants of cement production remain, such as gravel pits, rough roadways, and miscellaneous metal equipment fragments.  The building is 
presently used for storage of non-regulated hazardous wastes.

When in operation, the building was used to mix concrete for all construction work in the 100 and 200 areas.  It utilized raw materials from the100 acre aggregate pit to the north.  The 
ground level floor housed two concrete mixers.  Equipment housed on the main floor included scales, weigh batchers, and electrical controls.  A small top story measuring approximately 
5 by 6 feet housed controls for the aggregate supply system.  This part of the building was removed after 1964.

The Batch Plant is the primary remaining building associated with the Central Mix Plant which supplied concrete for many buildings at the Hanford Site.  Therefore, it is the conclusion of 
the U.S. Department of Energy that the 607 Building is eligible for inclusion in the National Register of Historic Places as a contributing property within the Hanford Site Manhattan 
Project and Cold War Era Historic District.

The 607 Building is located on the north side of Route 3, between 200 East and 200 West, just west of the intersection of Routes 3 and 4.  The rectangular wood-frame building is 
sited so that its long axis runs east-west.  It is parallel to an abandoned railroad spur which is located to the north of the building.  The area to the north has many gravel pits, a metal-
lined tunnel, and rough roadways dating to the use of the site as a cement-mixing plant.  The one-story building is set on a high wooden base which constitutes a ground floor level.  
There is a small wood-framed opening covered with a sheet of wood which provides access to the ground floor level on its eastern end.  The ground level walls are sheathed with wide, 
horizontal wooden boards finished with metal caps at the corners.  The walls of the upper portion are covered with T-111 siding finished with metal cornerboards.  None of the exterior 
wall materials are original.  The low-pitched gable roof is covered with tar.  The small eaves have slightly exposed wooden rafter ends.  The building is approximately 25 feet high, and 
measures approximately 20 feet by 60 feet.  There is a concrete pad extending about 10 feet beyond the western end of the building.  A fence surrounds an exterior storage area on 
the south side    
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